
Installation manual ArCoMoRa software 
 
Make sure you are logged in with Administrator rights. 
Copy the file Arcomora.msi from Arcomora.zip to another folder. 
Double click on the file Arcomora.msi to start the installation. 

 
Click Next to continue 

 
  
Read the terms of use. 
Click Next to continue 

 
  



By default, the software is installed in  
C:\program files (x86)\Arcomora. 
To choose another folder click on 
Browse.  
Click Next if this folder is correct. 

 
  
By clicking on Browse you can select 
another installation folder yourself. 
Click on OK to return to the previous 
screen. 

 
  
If the installation folder is approved 
you can choose which Arcomora 
products you want to install. 
By default Mardec, Arsigdec and 
ArLoco are installed. 
To not install one, click on the disk 
symbol for the unwanted product. 
Then click on the red cross. 

 
  



To add an option to the installation 
again, select : 
Will be installed on local hard drive. 
 
Click on Next to continue. 

 
  
Click on Next to continue. 

 
  
The Windows Installer will now first 
ask for a confirmation to be allowed to 
install. 
You must have Administrator rights to 
be able to install. 
 
Click on Yes to continue. 

 
  



Now all files will be installed. 

 
  
Windows XP only 
If you perform the installation on a 
Windows XP (32bit) computer, 
another driver installation will be used 
for the CH340 drivers.  
At the end of the installation this 
screen will appear.  
Now click on Install to install the 
drivers. 

 
  
Windows XP only 
After a short time the message 
appears that the drivers are pre-
installed. 
Click on OK to finish the installation.  
Close this setup by clicking on the 
white cross. 

 
  



When the installation is finished you 
can click on Finish. 

 
  
On the desktop, these shortcuts have 
been added. 

 
  
The following shortcuts have been 
added to the Windows Start menu. 

 
  

  



Only for Windows XP and when using an original Arduino. 
 
First connect the Arduino with the USB cable. Windows will now automatically start the wizard 'New 
Hardware Found'. Select the driver location yourself.  
Browse to the folder c:\program files (x86)\Arcomora\Alldrivers.  
The Arduino drivers will then be pre-installed. 

 

To complete the installation, the drivers must still be activated on a COM port. 
This can be done separately for the Mardec, Arsigdec and Arloco.  
This allows you to connect all three at the same time to their own COM port and configure them.  
You can also use a USB hub to connect multiple Arduino's/DCCNext. Only one USB port is needed then. 
 
For e.g. the Mardec click on the shortcut Mardec 
The following message appears. 
Remove the USB cable from the 
Arduino and click OK. 

 
  
Now put the cable back in and click 
OK. 
The drivers will now be activated for 
the COM-port of the USB 
connection. 

 
  
The found COM-port and type of 
Arduino will be shown. 

 
  



Click on OK to load Mardec onto the 
Arduino. 

 
  
Mardec is now being loaded onto 
the Arduino. 

 
  
Click OK to start the Mardec 
configuration. 

 
  
Look further in the manual for the 
configuration of Mardec 

 
  



The same procedure applies to activating the drivers on another COM port for the Arsigdec and Arloco. You 
have the choice to install all three on a different COM-port or to put all three on the same COM-port.  
If you want to have them on a different port, it is important that the already activated COM ports are 
connected to their Arduino. So if you want to activate the Mardec e.g. after the Arsigdec you have to keep the 
Arsigdec connected. 
If you want them on the same COM-port you have to use the same USB-port.  
Always use the same USB port for the same Arduino! 
Example: Mardec on USB port 2 with COM port 4 and Arsigdec on USB port 3 with COM port 5 and Arloco on 
USB port 6 with COM port 8. 
 
  
The ArCoMoRa software remembers 
which program was last loaded via a 
specific COM port. 
If you start Arsigdec while Mardec is 
loaded, you get this message. 

 
  
You can just keep going, only the 
head's not right. Also the whole 
configuration is logged as a Mardec 
session. 

 
  



Changes 
 

If you want to change the installed 
products you have to restart the 
installation by double clicking on 
Arcomora.msi 
This screen then appears. 
With Modify you can uninstall or add 
Mardec and/or Arsigdec again. 
With Repair a corrupt installation 
will be restored. 
Remove will remove all Arcomora 
software. 

 
  
With Modify you can uninstall or add 
Mardec and/or Arsigdec again. 

 
  
Remove removes all Arcomora 
software. 

 
 


